PORTABLE DEVICES

LOCAL
AIR CONDITIONERS

_

AMC-XXAN AMC-XXANT

AMC-T1TAN
AMC-14AN
AMC-1TAN1
AMC-T4AN1 -
Auto-protection function E
Independent dehumidifying function

Microprocessor control =
Rotary compressor

Exchangeable filter

24-hour timer

Environmentally friendly
2-year warranty
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OPTIONAL ACCESSORIES
AMC-WINK AMC-WK AK-15A WALL
WINDOW KIT WALL KIT CONTROLLER SET
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TECHNICAL PARAMETERS

MODEL AMC-T1AN AMC-11ANT AMC-T4AN AMC-14ANT
Capadty Cooling KW 30 30 40 40
Heating kw 30 30 40 40
Optimal room size m’ 1525 15-25 2535 2535
Power supply Hz /v 1~ /507220240 1~ /507220240 1~ /507220240 1~ /507220240
Rated current A 58 58 77 17
Powerinput Caoling/Heating W 1200 /1000 1200 /1000 150071300 1500 /1300
EER /COP - 26731 261731 26731 26731
Energy class Cooling/Heating A/A+H A/A+ Al A A/ A+
Sound pressure level Max. dBA) 62 5 63 65
Alr fow m/h 400 400 450 450
Dehumidifying valume |/day 50 50 70 70
Reftigerant type/ charge Type /kg /teq.CO, R410A7055/1,15 R410A/0,55/1,148 R410A/061 /127 R410A 70,455 70,950
Global Warming Potencial GWP value 2088 2088 2088 2088
Dimension (w x h x d) mm 300x778x505 300x760x532 300x778x505 300x760%x532
Package dimension (w x hx d) mm 330x815x550 330x835x580 330x815x550 330x835x580
Net weight/ Gross weight kg 28,5/30,7 28,5/30,7 30,6/328 306/328
Operating temperature Cooling oC 1732 1732 17-32 1732
Heating iC 7-25 7-25 7-25 725

RAT0A (50% HFC-32, 50% HFC-125), GWP 2088, Contains fluorinated

greenhouse gases covered by the Kyota Protacol. Hermetically sealed system.
Energy label can be downloaded from Sinclair product weh page after B2B login.

This model can be used inside
the room, but with use of
module AK-15A can be also
installed outside to keep the
noise out of room.
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