FLEXIBLE TNVERTER AlIR CONDITIONERS

MULTI SYSTEM

OUTDOOR UNITS

MS-ET4AIN
MS-ETS8AIN
MS-E2TAIN
MS-E24AIN
MS-E28AIN

MC_FRCAI
IVIDO-LJUMI

MS-E42Al

3-year warranty

Flexible installation

Free combination of up to
5 indoor units
Autarestart function
Winter operation
Automatic defrost mode
Control sequence after
first power on

ALL AVAILABLE COMBINATIONS OF INDOOR UNITS
ARE MENTIONED IN COMBINATION TABLE. STANDARD ACCESSORIES
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TECHNICAL PARAMETERS

MODEL MS-ET4AIN MS-E1BAIN MS-E21AIN
Qty of connectable indoor units - 12 12 23
Capacity coling / heating K 41 (2144 /44 (2554) 522,158 /54 (2659 61(2273) /65 (3685)
Power input cooling / heating w 1200 /1180 1450 /1550 191071730
Rated power input w 1780 1780 2870
Power current cooling / heating A 532/524 6,43/6,88 8477768
Rated power current A 790 790 12,73
Power supply Hz/V 1~/50/220-240 1~ /507220240 1~/50/220240
SEER/5COP 61740 63/40 61740
Energy class Caoling/ Heating (average) A+ [ A+ A+ [ A+ Ar+/ A+
Air flow m/h 2600 3200 3200
Sound pressure level dBA) 55 56 56
Refrigerant tyne / charge Type /g /t eq.CO, RAT0A /1,40 /2,92 R40A /1,60 /334 RAT0A /2,20 /459
Pipe diameter Liquid side | mm x qty 6,4x2 64x2 6413
Gasside | mmx gty 95x2 95x2 95x3
Max. length of connection pipe m 20710 20710 60720
Max. elevation/Drop height m 5 5 10
Dimension {w x h x d) mm B99x596x378 963x700x396 963x700x396
Package dimension (w x h x d) mm 048x645x420 1029x750x458 1029x750x458
Net/gross weight kg 43,0/46,0 51,0/55,5 620/665
Operating temperature range Cooling i -15~43 -15~43 -15~43
Heating Lo 20~ 24 -20~24 20~ 24
MODEL MS-E24AIN MS-E2BAIN
Qty of connectable indaor units - 23 24
Capadity cooling / heating w 7.1(2385)/85 (3,788 8,0(23103)/933,7-103)
Power input coaling / heating W 218072280 2540 /2490
Rated power input W 2870 3580
Power current cooling / heating A 9,67/10,12 1571/11,05
Rated power current A 12,73 15,88
Power supply Hz /V 1~/50/220-240 1~/50/220-240
SEER /SCOP 61/40 61/40
Energy dass Cooling/ Heating (average) At/ A+ Att /At
Al flow m/h 4000 4000
Sound pressure evel dB(A) 58 58
Refrigerant type / charge Type /kg /teq.CO, R410A/2,20/459 R410A 72,60 /543
Pipe diameter Liquid side | mm x gty 6,4x3 64x4
Gasside | mmxqty 953 95 x4
Max. length of connection pipe m 60720 70/20
Max. elevation/Drop height m 10 10
Dimension (w x h x d) mm 1001x790x427 . 1001x790x427
Package dimension (w x h x d) mm 1083x855x488 1083xB55x488
Net/gross weight kg 68,0/730 69,0/740
Operating temperature range Cooling oC -15~43 -15~43
Heating oC 2024 20-24
MODEL MS-E36AI MS-E42Al
Qty of connectable indaor units 5 24 25
Capacity cooling / heating K 10,5 2,1-11,0/12,0 R6130) 12,1 (2,136 /130 (26-14,0)
Power input cooling / heating w 3500 /3750 3550 /3550
Rated power input W 4880 5300
Power current cooling / heating A 15,42 /15,20 1643 /16,22
Rated power current A 2165 2350
Power supply Hz/V 1~/50/220-240 1~ /507220240
SEER/SCOP (EER /COP) 55/38 51/38
Energy ciass Cooling/ Heating (average) A/A A/A
Air flow mih 5200 5500
Sound pressure level dB(A) 57 54
Refrigerant type / charge Type /kg /teq.CO, R470A/4,30/8,98 R410A /4,80 /10,02
Pipe diameter Liguidside | mm x qty 6,4x3 +9,5x1 6,4x4 + 9,5x1
(Gas side mm x qty 9.5x2 +12,7x1 +159x1 9,5%2 +12,7x2 +15,9x1
Max. length of connection pipe m 70/20 80/25
Max. elevation/Drop height m 15 15
Dimension (w x h x d) mm 1015x1103%440 1015%1103x440
Package dimension (w x h x d) mm 1158x1235x493 1115x1155x480
Net/gross weight kg 94,0/104,0 95,0/105,0
Operating temperature range Cooling oC -15~48 -15~48
Heating °C 15~27 15~27

The specification of products is subject to change based on further development of the units by the producer and can be changed without prior notice. Refer to rating label. Data are based on folowing conditions:

Length of connection pipe: 5m. Cooling: indoor temperature 27°C DB/19°C WB, autdoor temperature 35°C DB/24°C WB. Heating condition: indoor temperature 20°C DB/15°C WB, outdoor temperature 7°C DB/GYC WB.

SEER/SCOP was taleulated according to European standards contained in EN14825 for average season, based an part load classifying and testing conditions given by norm EN14511. Energy label can be downloaded from Sinclair product web page after
B2B login. Contains fluorinated greenhouse gases covered by the Kyoto Protocol. R410A (50% HFC32, 50% HFC-125), GWP of refrigerant used: 2088. Noise is tested in the semi-anechoic room, 50 it should be slightty higher in the actual Operation due
to environmental change. Power input is tested under standard condition.
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