WALL MOUNTED SPLIT AIR CONDITIONERS
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with stylish design

ASH-09AIZ
ASH-13AlZ
ASH-18AIZ
ASH-24AlZ

Energy class A++ / A+

3-year warranty

Standard filters-catechin SAF-OPWC1
and active carbon filter SAF-OPWAT1
8°C heating

"| FEEL" function

Standard inbuilt WiFi module

Cold plasma generator
Hidden display and IR receiver
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Check page 5 for more information about optional healthy filters
and page 52-53 for more information about optional controllers.



TECHNICAL PARAMETERS

MODEL ASHO9AIZ ASH-13A17 ASH-18AIZ ASH-24A17
Capacity cooling / heating 260532 /28(054,1) 35(06-4,0)/3,7(0651) 51(1366)753 (1,168 6,7(2082)/73(2085)
Power supply 1~ /50 /220240 1~ /50 / 220240 1~/50/220-240 1~/50/220-240
Outdaor Outdaor Outdaor QOutdaor
Power input cooling / heating 805 /755 1084 /989 1580 /1410 1875 /1945
Rated power input W 1550 1650 2600 3800
Power current cooling / heating A 3,7/34 52/50 70763 83/86
Rated power current A 69 73 15 169
SEER /SCOP 61/40 61740 6,1/40 63/40
Energy class Cooling/ Heating (average) Att /At Att /At Att / A+ Att /At
Air flow 1D mh 560/ 490/ 430/ 330 660/ 540/ 460/ 330 800/720/610/520 1150/ 1050/ 950/ 850
oD mih 1600 1600 3200 3200
Sound pressure level D dB[A) 39/36/32/26 39/33/26/22 46/42/39/36 48/45/42/39
oD dB(A) 52 53 56 60
Dehumidifying volume I/ 08 14 18 24
Refrigerant type / charge Type / kg /t eq.C0, R410A /0,70 /1,46 RAT0A/0,85/1,77 RA10A /1307271 R410A /1,90 /397
Pipe diameter Liquid side inch /mm Va/64 %/64 /64 Yalb4
Gas side inch /mm %/95 %/95 % /127 %/159
Standard pipe length m 5 5 5 5
Min. / Max. pipe length m 3/19 3/20 3/25 3/25
Max. elevation / Drop height m 10 10 10 10
Additional refrigerant g/m 20 20 20 50
Dimension (w x h x d) D mm 790x275x200 845x289x209 970x300x224 1078x325x246
0D mm 776x540x320 776x540x320 963x700x396 963x700x396
Package dimension (w x h x d) D mm B66x367x271 921x281379 1041x383x320 1148x413x350
0D mm 851x595x363 851x595x363 1029x750x458 1029x750x458
Net/gross weight D kg 90/11,0 10,0/120 1357165 170/205
Qb kg 2807310 290/320 4507495 530/575
Set temperature range oC 16~30 16~30 16~30 16~30
Operating temperature range Caoling oC -15~43 -15~43 -15~43 -15~43
Heating oC 22~24 22~24 -22~24 22~24
Optional heatthy fiters Model SAF-OPWCT, SAF-OPWAT, SAF-OPWBT, SAF-OPWS1, SAF-OPWET, SAF-OPWP1

The specification of products is subject to change based on further development of the units by the producer and can be changed without prior notice. Refer to rating label. Data are based on following conditions:

Length of connection pipe: 5m. Cooling: indoor temperature 27°C DB/19°C WB, autdoor temperature 35°C DB/24°C WB. Heating condition: indoor temperature 20°C DB/15°C WB, outdoor temperature 7°C DB/GYC WB.

SEER/SCOP was talculated according to European standards contained in EN14825 for average season, based an part load classifying and testing conditions given by norm EN14511. Energy label can be downloaded from Sinclair product web page after
B2B login. Contains fluorinated greenhouse gases covered by the Kyoto Protocol. R410A (50% HFC32, 50% HFC-125), GWP of refrigerant used: 2088. Noise is tested in the semi-anechoic room, 50 it should be slightly higher in the actual Operation due
to environmental change. Power input is tested under standard condition.
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