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I N D O O R  U N I T S

HIGH POWER MULTI SYSTEM
SERIES

TOTAL OUTPUT OF ALL INDOOR UNITS SHOULD BE WITHIN 50-135% 
OF MAXIMUM OUTPUT OF THE OUTDOOR UNIT.

(E.G. MS-E48AIN SYSTEM CONNECTION)·· Connection of 2 up to 9 units of multi system 
/ multi combi

·· Refrigerant pipes devided by branch joints 
and distributors

·· Automatic scanning of connected indoor units
·· Automatic addressing of indoor units
·· 4-way refrigerant pipe outlet
·· Integrated WiFi module for system diagnosis

DISTRIBUTION BOXES

R410A
REFRIGERANT



DB2-19SB DB3-19SB DB5-16AF

2 3 5

1~ / 50 / 220-240 1~ / 50 / 220-240 1~ / 50 / 220-240

28 28 30

600x313x182 600x313x182 617x410x193

5,5 / 7,5 6,0 / 8,0 9,0 / 11,0

MS-E48AIN MS-E56AIN

14,0 / 16,0 16,0 / 18,0

3~ / 50 / 380-415 3~ / 50 / 380-415

2,70 / 3,20 2,65 / 3,50

58 58

900 x 1345 x 340 /121,0 900 x 1345 x 340 /121,0

10~48/ -15~27 10~48/ -15~27

AIR CONDITIONING
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T E C H N I C A L  P A R A M E T E R S

DISTRIBUTION BOXES

Maximum number of connectable indoor units -

Power supply Hz / V

Sound pressure level at 1m dB(A)

Unit dimensions mm

Net/ gross weight kg

OPTIONAL ACCESSORIES

BRANCH JOINTS 
MS-01BI

BRANCH JOINTS ARE USED FOR EQUAL 
DISTRIBUTION OF REFRIGERANT FROM 
OUTDOOR UNIT TO DISTRIBUTION BOXES.

MODEL

Capacity cooling / heating kW

Power supply Hz / V

SEER / SCOP -

Sound pressure level at 1m OD dB(A)

Dimension (w x h x d)/Net weight OD mm/kg

Operating temperature range cooling/heating °C

OD= Outdoor unit
For detailed technical parameters see technical part of catalogue. This catalogue sheet does not apply to project documentation.
Contains fluorinated greenhouse gases covered by the Kyoto Protocol. R410A (50% HFC-32, 50% HFC-125), GWP of refrigerant used: 2088. 



MS-H07AIZ MS-H09AIZ MS-H12AIZ MS-H18AIZ MS-H24AIZ

2,1 / 2,6 2,6 / 2,8 3,5 / 3,7 5,1  / 5,3 6,7 / 7,3

1~ / 50 / 220-240 1~ / 50 / 220-240 1~ / 50 / 220-240 1~ / 50 / 220-240 1~ / 50 / 220-240

38/36/32/26 39/ 36/ 32/ 26 42/ 39/ 33/ 26 46/ 42/ 39/ 36 48/ 45/ 42/ 39

790x275x200 / 9,0 790x275x200 / 9,0 845x289x209 / 10,0 970x300x224 / 13,5 1078x325x246 / 17,0

MS-P09AI MS-P12AI MS-P18AI

2,6 / 2,8 3,5 / 3,8 5,3 / 5,8

1~ / 50 / 220-240 1~ / 50 / 220-240 1~ / 50 / 220-240

40/ 38/ 33/ 26 42/ 40/ 37/ 32 48/ 46/ 41/ 35

700x600x215 / 15,0 700x600x215 / 15,0 700x600x215 / 15,0

MS-H07AIZ 
MS-H09AIZ 
MS-H12AIZ 
MS-H18AIZ 
MS-H24AIZ 

MS-P09AI 
MS-P12AI 
MS-P18AI

MS-HXXAIZ

MS-PXXAI

30

HIGH POWER MULTI SYSTEM
SERIES

·· Automatic restart
·· Operating range 16-30°C
·· Inbuilt WiFi module (series MS-HxxAIZ 

except MS-H07AIZ)

WALL MOUNTED UNITS

Capacity cooling / heating kW

Power supply Hz / V

Sound pressure level at 1m dB(A)

Dimension (w x h x d)/Net weight mm/kg

CONSOLE UNITS

Capacity cooling / heating kW

Power supply Hz / V

Sound pressure level at 1m dB(A)

Dimension (w x h x d)/Net weight mm/kg

R410A
REFRIGERANT

I N D O O R  U N I T S



MC-C12AI MC-C18AI MC-C24AI

3,5 / 4,0 4,5 / 5,0 7,1 / 8,0

1~ / 50 / 220-240 1~ / 50 / 220-240 1~ / 50 / 220-240

46 / 44 / 42 46 / 44 / 42 39 / 37 / 35

570x570x230 / 18,0 570x570x230 / 18,0 840x840x240 / 30,0

650x650x50 / 6,5 650x650x50 / 6,5  950x950x60 / 6,5

MC-D09AI MC-D12AI MC-D18AI MC-D24AI

2,5 / 2,8 3,5 / 3,9 5,0 / 5,5 7,1 / 8,0

1~ / 50 / 220-240 1~ / 50 / 220-240 1~ / 50 / 220-240 1~ / 50 / 220-240

37 / 31 39 / 32 41 / 33 42 / 34

700x200x615 / 22,0 700x200x615 / 23,0 900x200x615 / 27,0 1100x200x615 / 31,0

MC-F09AI MC-F12AI MC-F18AI MC-F24AI

2,5 / 2,8 3,5 / 3,9 5,0 / 5,5 7,1 / 8,0

1~ / 50 / 220-240 1~ / 50 / 220-240 1~ / 50 / 220-240 1~ / 50 / 220-240

40 / 36 40 / 36 45 / 40 48 / 40

1220x700x225 / 40,0 1220x700x225 / 40,0 1220x700x225 / 45,0 1220x700x225 / 45,0

MC-C12AI 
MC-C18AI 
MC-C24AI

MC-F09AI 
MC-F12AI 
MC-F18AI 
MC-F24AI

MC-D09AI 
MC-D12AI 
MC-D18AI 
MC-D24AI

MC-DXXAI

MC-C24AI

MC-C12AI
MC-C18AI

MC-FXXAI
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CASSETTE UNITS

Capacity cooling / heating kW

Power supply Hz / V

Sound pressure level at 1,4m dB(A)

Dimension (w x h x d)/Net weight mm/kg

Dimension-panel (w x h x d) mm/kg

DUCT UNITS

Capacity cooling / heating kW

Power supply Hz / V

Sound pressure level at 1,4m dB(A)

Dimension (w x h x d)/Net weight mm/kg

FLOOR CEILING UNITS

Capacity cooling / heating kW

Power supply Hz / V

Sound pressure level at 1m dB(A)

Dimension (w x h x d)/Net weight mm/kg

·· Automatic restart
·· Operating range 16-30°C
·· Remote and wired controller as standard
·· Water pump as standard (cassette and duct units)


