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TECHNICAL SPECIFICATION

R290 (0,0085kg)

16 l / day

5–32 °C

50 Hz

2,5 l

10,5 / 11,5 kg 

max. 41dB(A)

CFO-16P

220–240 V~

220 W (max. 245 W)

Water tank volume

Weight netto / bruto

Sound pressure level

Refrigerant (charge)

Operating temperature

Dehumidifying

Power input

Rated frequency

Rated voltage

Model



REFRIGERANT

solutions.com-sinclair@info

om.csolutions-sinclairwww.

Fax: +420 541 590 124
541 590 140Tel.: +420 

epublicrCzech 
Brno612 00 

Purkyňova 45

r.o..sSINCLAIR Global Group 

This product was manufactured in China (Made in China).

.comworld-www.sinclair

United Kingdom
W1F 7LD
LONDON 

4 Argyll St.-1
SINCLAIR CORPORATION Ltd.

rgency number: 112Eme
In case of quality problem or other please contact your local supplier or authorized service center.

GWP = Global Warming Potential

3The value GWP: 

. Hermetically sealed systemThe quantity of the refrigerant: please see the unit label. 
)CH3CH2CH3: (290RThe composition of the cooling medium 

The maintanance and the liquidation must be carried out by qualified personel. 
ropan)P(290Type of refrigerant: R

PRODUCER

REPRESENTATIVE, TECHNICAL SUPPORT
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