
COMBINATION TABLE

(unit: kW)

1 model 2 models 2 models 3 models 2 models 3 models 4 models

2,1 2,1+2,1 2,1+2,1 2,1+2,1+2,1 2,1+2,1 2,1+2,1+2,1 2,1+2,1+2,1+2,1 2,1+2,1 2,6+7,1 2,1+2,1+2,1 2,1+3,5+5,0 2,6+3,5+5,0 2,1+2,1+2,1+2,1 2,1+2,1+5,0+5,0 2,6+2,6+2,6+2,6
2,6 2,1+3,5 2,1+3,5 2,1+2,1+5,0 2,1+3,5 2,1+2,1+5,0 2,1+2,1+2,1+5,0 2,1+2,6 3,5+3,5 2,1+2,1+2,6 2,1+3,5+7,1 2,6+3,5+7,1 2,1+2,1+2,1+2,6 2,1+2,6+2,6+2,6 2,6+2,6+2,6+3,5
3,5 2,6+3,5 2,6+2,6 2,1+2,6+5,0 2,6+2,6 2,1+2,6+5,0 2,1+2,1+2,6+5,0 2,1+3,5 3,5+5,0 2,1+2,1+3,5 2,1+5,0+5,0 2,6+5,0+5,0 2,1+2,1+2,1+3,5 2,1+2,6+2,6+3,5 2,6+2,6+2,6+5,0

2,1+2,6 2,6+5,0 2,6+2,6+3,5 2,6+5,0 2,6+2,6+2,6 2,1+2,6+2,6+3,5 2,1+5,0 3,5+7,1 2,1+2,1+5,0 2,1+5,0+7,1 2,6+5,0+7,1 2,1+2,1+2,1+5,0 2,1+2,6+2,6+5,0 2,6+2,6+2,6+7,1
2,6+2,6 3,5+5,0 3,5+3,5+3,5 3,5+5,0 2,6+3,5+3,5 2,6+2,6+3,5+3,5 2,1+7,1 5,0+5,0 2,1+2,1+7,1 2,6+2,6+2,6 3,5+3,5+3,5 2,1+2,1+2,1+7,1 2,1+2,6+2,6+7,1 2,6+2,6+3,5+3,5

2,1+2,6 2,1+2,1+2,6 2,1+2,6 3,5+3,5+5,0 2,1+2,1+2,1+2,6 2,6+2,6 5,0+7,1 2,1+2,6+2,6 2,6+2,6+3,5 3,5+3,5+5,0 2,1+2,1+2,6+2,6 2,1+2,6+3,5+3,5 2,6+2,6+3,5+5,0
2,1+5,0 2,1+2,6+2,6 2,1+5,0 2,1+2,1+2,6 2,1+2,1+2,6+2,6 2,6+3,5 7,1+7,1 2,1+2,6+3,5 2,6+2,6+5,0 3,5+3,5+7,1 2,1+2,1+2,6+3,5 2,1+2,6+3,5+5,0 2,6+2,6+5,0+5,0
2,6+3,5 2,1+3,5+3,5 2,6+3,5 2,1+2,6+2,6 2,1+2,1+3,5+3,5 2,6+5,0 2,1+2,6+5,0 2,6+2,6+7,1 3,5+5,0+5,0 2,1+2,1+2,6+5,0 2,1+2,6+5,0+5,0 2,6+3,5+3,5+3,5
3,5+3,5 2,6+2,6+5,0 3,5+3,5 2,1+3,5+3,5 2,6+2,6+2,6+2,6 2,1+2,6+7,1 2,6+3,5+3,5 5,0+5,0+5,0 2,1+2,1+2,6+7,1 2,1+3,5+3,5+3,5 2,6+3,5+3,5+5,0
5,0+5,0 2,1+2,1+3,5 5,0+5,0 2,6+2,6+3,5 2,1+2,1+2,1+3,5 2,1+3,5+3,5 2,1+2,1+3,5+3,5 2,1+3,5+3,5+5,0 3,5+3,5+3,5+3,5

2,1+2,6+3,5 2,6+3,5+5,0 2,1+2,1+2,6+3,5 2,1+2,1+3,5+5,0
2,6+2,6+2,6 2,1+2,1+3,5 2,1+2,6+2,6+2,6
2,6+3,5+3,5 2,1+2,6+3,5 2,6+2,6+2,6+3,5

2,1+3,5+5,0
2,6+2,6+5,0
3,5+3,5+3,5

2,1+2,1 2,6+7,1 2,1+2,1+2,1 2,1+3,5+7,1 2,6+5,0+5,0 2,1+2,1+2,1+2,1 2,1+2,1+5,0+5,0 2,1+3,5+3,5+5,0 2,6+2,6+5,0+5,0 2,1+2,1+2,1+2,1+2,1 2,1+2,1+2,1+5,0+5,0 2,1+2,6+2,6+2,6+2,6 2,6+2,6+2,6+2,6+2,6
2,1+2,6 3,5+3,5 2,1+2,1+2,6 2,1+5,0+5,0 2,6+5,0+7,1 2,1+2,1+2,1+2,6 2,1+2,1+5,0+7,1 2,1+3,5+3,5+7,1 2,6+2,6+5,0+7,1 2,1+2,1+2,1+2,1+2,6 2,1+2,1+2,6+2,6+2,6 2,1+2,6+2,6+2,6+3,5 2,6+2,6+2,6+2,6+3,5
2,1+3,5 3,5+5,0 2,1+2,1+3,5 2,1+5,0+7,1 2,6+7,1+7,1 2,1+2,1+2,1+3,5 2,1+2,6+2,6+2,6 2,1+3,5+5,0+5,0 2,6+3,5+3,5+3,5 2,1+2,1+2,1+2,1+3,5 2,1+2,1+2,6+2,6+3,5 2,1+2,6+2,6+2,6+5,0 2,6+2,6+2,6+2,6+5,0
2,1+5,0 3,5+7,1 2,1+2,1+5,0 2,1+7,1+7,1 3,5+3,5+3,5 2,1+2,1+2,1+5,0 2,1+2,6+2,6+3,5 2,1+3,5+5,0+7,1 2,6+3,5+3,5+5,0 2,1+2,1+2,1+2,1+5,0 2,1+2,1+2,6+2,6+5,0 2,1+2,6+2,6+2,6+7,1 2,6+2,6+2,6+2,6+7,1
2,1+7,1 5,0+5,0 2,1+2,1+7,1 2,6+2,6+2,6 3,5+3,5+5,0 2,1+2,1+2,1+7,1 2,1+2,6+2,6+5,0 2,1+5,0+5,0+5,0 2,6+3,5+3,5+7,1 2,1+2,1+2,1+2,1+7,1 2,1+2,1+2,6+2,6+7,1 2,1+2,6+2,6+3,5+3,5 2,6+2,6+2,6+3,5+3,5
2,6+2,6 5,0+7,1 2,1+2,6+2,6 2,6+2,6+3,5 3,5+3,5+7,1 2,1+2,1+2,6+2,6 2,1+2,6+2,6+7,1 2,6+2,6+2,6+2,6 2,6+3,5+5,0+5,0 2,1+2,1+2,1+2,6+2,6 2,1+2,1+2,6+3,5+3,5 2,1+2,6+2,6+3,5+5,0 2,6+2,6+2,6+3,5+5,0
2,6+3,5 7,1+7,1 2,1+2,6+3,5 2,6+2,6+5,0 3,5+5,0+5,0 2,1+2,1+2,6+3,5 2,1+2,6+3,5+3,5 2,6+2,6+2,6+3,5 2,6+5,0+5,0+5,0 2,1+2,1+2,1+2,6+3,5 2,1+2,1+2,6+3,5+5,0 2,1+2,6+2,6+3,5+7,1 2,6+2,6+2,6+5,0+5,0
2,6+5,0 2,1+2,6+5,0 2,6+2,6+7,1 3,5+5,0+7,1 2,1+2,1+2,6+5,0 2,1+2,6+3,5+5,0 2,6+2,6+2,6+5,0 3,5+3,5+3,5+3,5 2,1+2,1+2,1+2,6+5,0 2,1+2,1+2,6+3,5+7,1 2,1+2,6+2,6+5,0+5,0 2,6+2,6+3,5+3,5+3,5

2,1+2,6+7,1 2,6+3,5+3,5 3,5+7,1+7,1 2,1+2,1+2,6+7,1 2,1+2,6+3,5+7,1 2,6+2,6+2,6+7,1 3,5+3,5+3,5+5,0 2,1+2,1+2,1+2,6+7,1 2,1+2,1+2,6+5,0+5,0 2,1+2,6+3,5+3,5+3,5 2,6+2,6+3,5+3,5+5,0
2,1+3,5+3,5 2,6+3,5+5,0 5,0+5,0+5,0 2,1+2,1+3,5+3,5 2,1+2,6+5,0+5,0 2,6+2,6+3,5+3,5 3,5+3,5+3,5+7,1 2,1+2,1+2,1+3,5+3,5 2,1+2,1+3,5+3,5+3,5 2,1+2,6+3,5+3,5+5,0 2,6+3,5+3,5+3,5+3,5
2,1+3,5+5,0 2,6+3,5+7,1 5,0+5,0+7,1 2,1+2,1+3,5+5,0 2,1+2,6+5,0+7,1 2,6+2,6+3,5+5,0 3,5+3,5+5,0+5,0 2,1+2,1+2,1+3,5+5,0 2,1+2,1+3,5+3,5+5,0 2,1+3,5+3,5+3,5+3,5 2,6+3,5+3,5+3,5+5,0

2,1+2,1+3,5+7,1 2,1+3,5+3,5+3,5 2,6+2,6+3,5+7,1 2,1+2,1+2,1+3,5+7,1 2,1+2,1+3,5+5,0+5,0 2,1+3,5+3,5+3,5+5,0 3,5+3,5+3,5+3,5+3,5

When indoor rated total capacity exceeds the outdoor rated capacity, cannot ensure that each indoor unit actual running capacity could reach its value required by rated capacity.
For MS-E24AI, MS-E28AI, MS-E36AI, MC-E42AI it is not allowed to install one indoor unit only.
If the specification of outdoor unit gas valve is 3/8, but curstomer needs to install 18 indoor unit so that it is need to use a “pipe joint subassembly” to make a conversion joint with outdoor unit gas valve and connection pipe.

2 models 3 models 4 models 5 models

2 models 3 models 4 models

MS-E18AI MS-E24AI MS-E28AI MS-E36AI

MC-E42AI


