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KAZETNE JEDINICE

NOVE UNI DCINVERTER
SERIJE

R410A

REFRIGERANT

ASC-12AIN
ASC-18AIN
ASC-24AIN
ASC-36AIN

Autorestart

3-D spiralni ventilator
4-strani odvod zraka

Pumpa za kondenzat
"Dry on/off" kontakt

Izlaz za izvjeScivanje o pogreskama

Opskrba svjezim zrakom

ASC-42AIN
ASC-48AIN
ASC-60AIN
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DCINVERTER
MODEL ASC-12AIN ASC-18AIN ASC-24AIN ASC36AIN
ASGE-12AIN WK ASGE-18AIN WK ASGE-24AIN WK ASGE-36AIN WK
Kapacitet hladenje / grijanje kw 35/38 50/55 70/8,0 10,0/12,0
Napajanje - Vanjska jedinica * Hz /V 1~/50/220-240 1~/50/220-240 1~/50/220-240 1~/50/220-240
SEER /SCOP 56740 56/38 6,1/40 6,1/40
Energetski razred (A, W, () A+ /A+ A+/A At+/ A+ A++/A+
Razina buke uJ dB(A) 46/45/43/37 47/46/44 /37 47/46/42/38 51/49/46/43
i dB(A) 52 56 57 63
Dimenzije (5 x V x D) uJ mm/g 596 x 240 x 596 / 20,0 596 x 240 x 596 / 20,0 840 x 240 x 840/ 26,0 840x320x840/31,0
V) mm/g 850x540x320/340 955x700x395/47,0 980x790x425/67,0 1105x 1100 x 440 /92,0
panel mm/g 670x670x50/3,5 670x670x50/3,5 950%950x60/7,0 950%950x60/7,0
Raspon radne temperature hladenje/grijanje oC -15~48/-15~24 -15~48/-15~24 -15~48/-15~24 -15~48/-15~24
MODEL ASC36AIN ASC-42AIN ASC-48AIN ASC-60AIN
ASGE-36AIN-3 WK ASGE-42AIN-3 WK ASGE-48AIN-3 WK ASGE-60AIN-3 WK
Kapacitet hladenje / grijanje kw 10,0/12,0 11,0/125 14,0/16,0 16,0/16,5
Napajanje - Vanjska jedinica * Hz /V 3~/50/380-415 3~/50/380-415 3~/50/380-415 3~/50/380-415
SEER /SCOP 6,1/40 6,1/40 56/38 6,1/40
Energetski razred (A, W, () At/ A+ At+ /At A+/A A++/A+
Razina buke uJ dB(A) 51/49/46/43 51/49/46/43 53/52/47/41 54/53 /47141
\ dB(A) 63 64 64 68
Dimenzije (5 x V x D) uJ mm/g 840x320x 840/31,0 840x320x840/31,0 910x290x910/43,0 910%290x910/43,0
] mm/kg 1105% 1100 x 440 /98,0 | 960x1350%x410/108,0 | 960x1350%410/114,0 | 1085x 1365x425/126,0
panel mm/kg 950x950x60/7,0 950%950x60/7,0 1040 x 1040x65/8,0 1040 x 1040x65/8,0
Raspon radne temperature hladenje/grijanje oC -15~48/-15~24 -15~48/-15~24 -15~48/-15~24 -15~48/-15~24




PODNO STROPNE JEDINICE

ASF-09AIN
ASF-12AIN
ASF-18AIN
ASF-24AIN

ASF-36AIN
ASF-42AIN
ASF-48AIN
ASF-60AIN
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DCINVERTER ‘ IR - IR - e
MODEL ASF-09AIN ASF-12AIN ASF-18AIN ASF-24AIN ASF-36AIN
ASGE-09AIN WK ASGE-12AIN WK ASGE-18AIN WK ASGE-24AIN WK ASGE-36AIN WK
Kapacitet hladenje / grijanje kw 27729 35/38 50/56 70780 100/12,0
Napajanje - Vanjska jedinica * Hz /V 1~/50/220-240 1~/50/220-240 1~/50/220-240 1~/50/220-240 1~/50/220-240
SEER /SCOP 61/38 6,1/40 6,1/40 56740 6,1/40
Energetski razred (A, W, () At+/A Att /At Att /At A+ / A+ A++/ A+
Razina buke uJ dB(A) 37/35/32/28 40/38/35/31 44/42/38/32 49/48/46/40 54/53/51/46
V) dB(A) 52 52 56 57 63
Dimenzie (5x Vx D) uJ mm/g 1220x 225%700/38,0 1220x225%700/39,0 1220x225%700/39,0 1220x 225700 /40,0 1420 x 245 x 700 /48,0
V) mm/kg 850x540x320/34,0 850 x 540 x320 /34,0 955x700x395/47,0 980 x 790 x 425 /67,0 1105x 1100 x 440 /92,0
Raspon radne temperature hladenje/grijanje °C -15~48/-15~24 -15~48/-15~24 -15~48/-15~24 -15~48/-15~24 -15~48/-15~24
MODEL ASF-36AIN ASF-42AIN ASF-48AIN ASF-60AIN
ASGE-36AIN-3 WK ASGE-42AIN-3 WK ASGE-48AIN-3 WK ASGE-60AIN-3 WK
Kapacitet hladenje / grijanje kw 10,0/12,0 1,5/135 14,0/16,0 160/17,0
Napajanje - Vanjska jedinica * Hz/V 3~/50/380-415 3~/50/380-415 3~/50/380-415 3~/50/380-415
SEER /SCOP 6,1/4,0 56740 56740 51740
Energetski razred (A, W, ) A+t /At A+ /At A+ /At A/A+
Razina buke ul dB(A) 54/53/51/46 55754752747 57755750746 58/56/51/46
V) dB(A) 63 64 64 68
Dimenzije (S xVxD) uJ mm/kg 1420 x 245 x 700 /48,0 1420 x 245x700 /50,0 1700x 245x700 /59,0 1700 x 245x700 /59,0
i mm/g 1105x 1100%440/98,0 | 960x 1350x410/1080 | 960x1350x410/114,0 | 1085x 1365x425/126,0
panel mm/g -15~48/-15~24 -15~48/-15~24 -15~48/-15~24 -15~48/-15~24
Raspon radne temperature hladenje/grijanje °C -15~48/-15~24 -15~48/-15~24 -15~48/-15~24

* Napajanje unutarnje jedinice je 1 ~ /50 / 220-240. Sadrzi fluorirane staklenicke plinove obuhvacene Kyotskim protokolom. Rashladno sredstvo: R410A (50 % HFC-32, 50 % HFC-125) s GWP (Potencijal globalnog zagrijavanja) 2088.
Dodatna oprema navedena u tehnickom dijelu kataloga.
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KANALNE JEDINICE

NOVE UNI DCINVERTER
SERIJE

R410A

REFRIGERANT

ASD-09AIN
ASD-12AIN
ASD-18AIN
ASD-24AIN

ASD-36AIN
ASD-42AIN
ASD-48AIN
ASD-60AIN
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DCINVERTER | R - O N
MODEL ASD-09AIN ASD-12AIN ASD-18AIN ASD-24AIN ASD-36AIN
ASGE-09AIN WK ASGE-12AIN WK ASGE-18AIN WK ASGE-24AIN WK ASGE-36AIN WK

Kapacitet hladenje / grijanje kw 27129 35/38 50/56 70/80 100 /120
Napajanje - Vanjska jedinica * Hz /V 220-240/50/1 220-240/50/1 220-240/50/1 220240/50 /1 220240/50/1
SEER /SCOP 56/38 56740 56/38 6,1/40 56/40
Energetski razred (A, W, () A+/A At /At At/A A++/ A+ A+ / A+
Razina buke ul dB(A) 36/35/33/28 37/36/34/28 40/39/36/28 47746 /44140 53/52/48 /44

V) dB(A) 52 52 56 57 63
Dimenzie (5x Vx D) uJ mm/kg 925x 250 x 665 /27,0 1035x265%720/33,0 1035x265%720/33,0 1280 x 270 x 560 /34,0 1225%290x 775 /46,0

\ mm/kg 850x 540x320 /34,0 850 x 540 x 320 /34,0 955x700x395/47,0 980 x 790x 425/67,0 1105x 1100 x 440 /92,0
Raspon radne temperature hladenje/grijanje °C -15~48/-15~24 -15~48/-15~24 -15~48/-15~24 -15~48/-15~24 -15~48/-15~24
MODEL ASD-36AIN ASD-42AIN ASD-48AIN ASD-60AIN

ASGE-36AIN-3 WK ASGE-42AIN-3 WK ASGE-48AIN-3 WK ASGE-60AIN-3 WK

Kapacitet hladenje / grijanje kw 10,0/12,0 115/135 14,0/15,5 16,0/16,5
Napajanje - Vanjska jedinica * Hz /V 380-415/50/3 380-415/50/3 380-415/50/3 380-415/50/3
SEER /SCOP 51/40 56/40 56/38 56/38
Energetski razred (A, W, O A/A+ A+ /A+ A+/A A+/A
Razina buke uJ dB(A) 53/52/48 /44 53/52/48 /44 55/53/49 /45 56/55/51/46

V) dB(A) 63 64 64 68
Dimenzie (5x Vx D) uJ mm/kg 1225x290x 775 /46,0 1225x290x 775 /46,0 1340 %350 x 750 /56,0 1340 %350 x 750 /56,0

V) mm/kg 1105x1100x440/98,0 | 960x 1350x410/1080 | 960x 1350x410/1140 | 1085x1365x425/126,0
Raspon radne temperature hladenje/grijanje °C -15~48/-15~24 -15~48/-15~24 -15~48/-15~24 -15~48/-15~24

* Napajanje unutarnje jedinice je 1~ /50 / 220-240. Sadrzi fluorirane staklenicke plinove obuhvacene Kyatskim protokolom. Rashladno sredstvo: R410A (50 % HFC-32, 50 % HFC-125) s GWP (Potencijal globalnog zagrijavanja) 2088.
Dodatna oprema navedena U tehnitkom dijelu kataloga.
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