NASTENNE JEDNOTKY
SE STEJNOSMERNYM MOTOREM VENTILATORU

m SDVA-28HAF | SDV4-36HAF | SDV4-45HAF
22 28 6 45

3

SDV4-56HAF m SDV4-30HAF | SDVA4-90HAF
56 71 80 90

Vykon Chlazeni kW 3 |

Topeni kw 24 32 40 50 63 8,0 9.0 100
Napdjen! Y, Ph Hz 220240;1,50 | 220-240;1;50 | 220240,1;50 | 220-240,1;50 | 220-240; 1,50 | 220-240,1;50  220240; 1,50 | 220-240;1,50
Prikon w 19 19 2 2% 31 50 67 67
Provoz Cirkulace vzduchu m*h 505/462/417 505/462/417 564/499/460 841/705/577 915/840/708 | 1211916/714  1373/915/710 | 1373/915/710

Hladina hluku dB(A) 31730729 31730/29 31730/29 38/36/34 45/38/34 46/38/34 46/38/34 46/38/34
Rozméry (§xVxH] mm 915x230x290 915x230%290 915%x230x290 1070x230x315 | 1070x230x315 | 1250x325x230  1250x325x230 | 1250x325x230
Rozméry baleni (SxvxH) mm 1020:315x390 | 1020x315x390 | 1020x315x390 | 1180x315x415 | 1180x315x415 | 1345:335x430  1345x335x430 | 1345x335x430
Hmotnost netta kg 120 120 120 144 144 18,3 183 183
Hmotnest brutto kg 156 156 15,6 184 184 234 234 234
Primér potrubi Kapalina mm 6,4 64 6,4 6,4 9,5 @95 ®9,5 95

Plyn mm 12,7 12,7 12,7 ®12,7 @159 15,9 159 0159

Drendz mm 16,0 16,0 16,0 16,0 16,0 16,0 160 16,0

KANALOVE JEDNOTKY
SE STEJNOSMERNYM MOTOREM VENTILATORU

SDV4-22DAF SDV4-28DAF SDV4-36DAF SDVA-45DAF
22 28 36 45

SDV4-56DAF SDVA-71DAF

Wkon (Chlazeni kW 56 7a
| Topeni KW 26 3.2 40 5,0 6,3 80

Napdjeni V, Ph, Hz 220-240; 1; 50 220240; 1,50 220-240;1; 50 220-240; 1, 50 220-240; 1,50 220:240; 1; 50
Prikon w 39 39 15 58 89 9%
Provoz Cirkulace vzduchu m#h 521/450/380 521/450/380 592/541/426 748/640/550 821/640/566 1021/940/778

Staticky tlak Pa 10 (10~30) 10(10~30) 10(10~30) 10(10~30) 10(10~30) 10 (10~30)

Hiadina hluku dB(A) 35/34/31 36/34/31 37136733 38737133 38/37/33 40738134
Rozméry (Sx\/xH) mm 740x210x500 740x210x500 740x210x500 960x210x500 960x210x500 1180x210x500
Rozméry baleni (SwvxH) mm B870x285x525 870x285%525 870x285x525 1115%285x525 1115x285%525 1335x285x525
Hmotnost netto kg 175 175 175 225 225 280
Hmotnost brutto kg 200 200 200 260 26,0 315
Primér potrubi Kapalina mm 64 6,4 64 <64 95 @95

Plyn mm 127 @127 0127 12,7 2159 @159

Drenaz mm ®250 25,0 ©25,0 ©25,0 250 ©25,0

SDV4-80DAF

SDV4-90DAF SDVA-112DAF soversonr | [ ]

Wkon Chlazeni kW 80 90 11,2 140
Topeni kw 9.0 10,0 125 155
Napdjent V, Ph, Hz 220-240; 1; 50 220-240; 1, 50 220-240; 1,50 220-240,1,50
Prikon w 98 108 178 204
Provoz Cirkulace vzduchu mh 1290/1090/940 1290/1090/940 1780/1550/1352 1950/1600/1400
Staticky tlak Pa 20 (10~50) 20 (10~50) 40(10~80) 40 (10~100)
Hiadina hluku dB(A) 44/38/37 44/38/37 47/m137 47742138
Rozméry (ﬁxVxH) mm 1180x270x775 1180x270x775 1180x270x775 1240x300x865
Rozmery baleni (Sx¥xH) mm 1355x350x795 1355x350%795 1355x350%795 1400x375x925
Hmotnost netto kg 38,0 40,0 400 490
Hmotnost brutto kg 465 48,0 480 58,0
Primér potrubi Kapalina mm @95 @95 95 95
Plyn mm @159 *159 2159 o159
Drendz mm ©250 25,0 250 25,0




